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LED Surface wall/ceiling luminaire. Direct downlight,  
Focusable light emission (15°-60°), adjustable (270°/90°). 
Driver excluded. 
 
FIXTURE: 
Mounting: surface wall/ceiling 
Finish: Chrome, Platinum, Black (additional finishes on request) 
Material: Brass, high quality lens optics 
Damp Location Listed (for use indoors) 
CSA/US Listed 
 
LAMP/LED SOURCE/COLOR TEMP: 
3000K: 
2W LED / CRI ≥ 90 / 190lm 
Efficacy: 95lm/W, Rated life > 50000hrs 
 
4000K: 
2W LED / CRI ≥ 80 / 200lm 
Efficacy: 100lm/W, Rated life > 50000hrs 
 
OPTIONS: 
-927 2700K / CRI ≥ 90 / 190lm - light color 
-B Black colour finish 
 
photometric files, dimming compatibility list and warranty information  
available online at www.dlslightingus.com 

Project: Type: 

Cat. No.:  

 

ZOOOM DS 

19/09 

Measurements (Inches) 

 

 

Illuminance 

263381 

DUS132-09-00-01 Chrome 3000K 

DUS132-09-00-33 Platinum 3000K 

DUS132-05-00-01 Chrome 4000K 

DUS132-05-00-33 Platinum 4000K 

ORDERING INFORMATION  

Shown above: DUS132-05-00-33 

Example of Catalog #: DUS132-09-00-33 

Model Number Finish Color Temp. LED Source 

DUS132-09-00-01 Chrome 

3000K 

2W 

DUS132-09-00-33 Platinum 

DUS132B-09-00-01 Black 

DUS132-05-00-01 Chrome 

4000K DUS132-05-00-33 Platinum 

DUS132B-05-00-01 Black 

DUS132-09-00-01-927 Chrome 

2700K DUS132-09-00-33-927 Platinum 

DUS132B-09-00-01-927 Black 
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